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SEPARATE DESIGN 
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Jordan Valley Water 
Reverse Osmosis Byproduct 

•  Selenium Concentration:  20 ug/L  (ppb) 

•  Flow Rate:  2.25 cfs (800 gpm) (1.45 mgd) 

•  Volume:  1,500 acre feet/year (163 mg) 

•  Load:  81 pounds per year 

•  Discharge frequency: 330 days per year 

Note:  This data is for the Separate Design



Great Salt Lake 
Theoretical Selenium Loadings 

•  Bear River: (1,880 cfs @ 0.59 ppb Se)       =   2,186 lbs/yr 

•  Jordan River: (147 cfs @ 2.12 ppb Se)      =   614 lbs/yr 

•  Surplus Canal : (597 cfs @ 2.12 ppb Se)   =   2,494 lbs/yr 

•  SLCo Groundwater: (165 cfs @ 2.40 ppb Se) =  779 lbs/yr 

•  KUCC Tailings :  (30 to 40 ppb Se)                =   1,500 lbs/yr 

•  JVWCD RO Plant : (2.25 cfs @ 20 ppb Se) =    81 lbs/yr 

Note: All calculations assume average flow rates, average selenium concentrations, and 
no selenium removal in perimeter wetlands









How Osmosis Works
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How Reverse Osmosis Works


